


ENVIRONMENTAL / POWER / HARDWARE
10040-SC (4-port)
• Operating Temperature - 41° (5°C) to 104° (40°C)
• Storage - -4° (-20°C) to 122° (50°C)
• Power - 6 VDC @ 700 mA (optional)
• Computer - IBM PC/AT, PS/2 and 100% compatible
• Video Modes - VGA and SVGA, maximum resolution 

1600x1200 @ 75 Hz
• Peripherals - PS/2 keyboard, PS/2 mouse, Microsoft 

IntelliMouse (PS/2 only)
10080SC-AM (8-port)
• Operating Temperature - 41° (5°C) to 104° (40°C)
• Storage --4° (-20°C) to 122° (50°C)
• Power - Input Power: 8.0 W; Operating Voltage: 100 - 230 VAC; 

Power Frequency: 50 - 60 Hz
• Computer - IBM PC/AT, PS/2 and 100% compatible
• Video Modes - VGA, SVGA, (XGA, XGA-II with adaptor), 

maximum resolution 1280x1024 @ 60 Hz
• Peripherals - PS/2 keyboard, PS/2 mouse, Microsoft 

IntelliMouse (PS/2 only)

SWITCHVIE W SC S P E C I F I C AT I O N S

MECHANICAL  
10040-SC (4-port)
• Height - 1.9˝ (4.83 cm)
• Depth - 11˝ (27.94 cm)
• Width - 8.1˝ (20.6 cm)
• Weight - 0.9 lbs. (0.4 kg)
• Style - Desktop
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SwitchView SC security features let you switch safely

between secured and non-secured networks

10080SC-AM (8-port)
• Height - 1.7˝ (4.5 cm)
• Depth - 8.5˝ (21.6 cm)
• Width - 17.2˝ (43.7 cm)
• Weight - 6.3 lbs. (2.9 kg)
• Style - Desktop or rack mount

STANDARDS
• Approved Agency

10040-SC (4-port)
UL 1950, CSA C22.2 No. 950, EN60950 
FCC part 15B, EN55022, EN50082
10080SC-AM (8-port)
UL, cUL, FCC, IC and CE

• NSA Requirements
NIAP Commm Criteria Tested to EAL 4

ORDERING DETAILS
10040-SC  Single user, 4-port 
10080SC-AM  Single user, 8-port

• Cable Assemblies
10040-SC (4-port)
CPS2-6A - 6 feet color-coded VGA, PS/2 keyboard and mouse
10080SC-AM (8-port)
CIFCA-4 - 4 feet single sheath VGA, PS/2 keyboard and mouse
CIFCA-8 - 8 feet single sheath VGA, PS/2 keyboard and mouse
CIFCA-15 - 15 feet single sheath VGA, PS/2 keyboard and mouse
CIFCA-30 - 30 feet single sheath VGA, PS/2 keyboard and mouse
RMK-39 - 19 inch rack mount kit

WARRANTY
• Two Year

GSA NUMBER
• GS-35F0264K
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